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HVAL=Vent stream net heating value (MJ/
scm), where the net enthalpy per mole of
vent stream is based on combustion at 25
°C and 760 mm Hg, but the standard tem-
perature for determining the volume cor-
responding to 1 mole is 20 °C as in the
definition of Qs.

Ys=14.2 scm/min for all vent stream cat-
egories listed in Table 1 except for Cat-

egory E vent streams, where
Y =(14.2)(H7)/3.6.
1 08
TRE = a(Q,)+b(Q,)
TOC

where:

TRE=TRE index value.

Eroc=Hourly emission rate of TOC reported
in kg/hr.

Qs<=Vent stream flow rate (scm/min) at a
standard temperature of 20 °C.

Hr=Vent stream net heating value (MJ/scm)
where the net enthalpy per mole of offgas
is based on combustion at 25 °C and 760
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Eroc=Hourly emissions of TOC reported in
kg/hr.
a, b, c, d, e, and f are coefficients.

The set of coefficients that apply to a
vent stream can be obtained from
Table 1.

(2) The equation for calculating the
TRE index value of a vent stream con-
trolled by a flare is as follows:

+ c(QS)(HT) + d(ETOC) +e

mm Hg, but the standard temperature
for determining the volume cor-
responding to 1 mole is 20 °C as in the
definition of Qs.

a, b, c, d, and e are coefficients.

The set of coefficients that apply to a
vent stream shall be obtained from
Table 2.

TABLE 2—AIR OXIDATION PROCESSES NSPS TRE COEFFICIENTS FOR VENT STREAMS CONTROLLED

BY A FLARE
a b c d e
Hr <11.2 MJd/scm 2.25 0.288 -0.193 —0.0051 2.08
Hr 211.2 MJ/scm 0.309 0.0619 —0.0043 —0.0034 2.08

(f) Each owner or operator of an af-
fected facility seeking to comply with
§60.610(c) or §60.612(c) shall recalculate
the TRE index value for that affected
facility whenever process changes are
made. Some examples of process
changes are changes in production ca-
pacity, feedstock type, or catalyst
type, or whenever there is replacement,
removal, or addition of recovery equip-
ment. The TRE index value shall be re-
calculated based on test data, or on
best engineering estimates of the ef-
fects of the change to the recovery sys-
tem.

(1) Where the recalculated TRE index
value is less than or equal to 1.0, the
owner or operator shall notify the Ad-
ministrator within 1 week of the recal-
culation and shall conduct a perform-
ance test according to the methods and
procedures required by §60.614 to deter-
mine compliance with §60.612(a). Per-
formance tests must be conducted as

soon as possible after the process
change but no later than 180 days from
the time of the process change.

(2) Where the initial TRE index value
is greater than 4.0 and the recalculated
TRE index value is less than or equal
to 4.0, but greater than 1.0, the owner
or operator shall conduct a perform-
ance test in accordance with §60.8 and
§60.614 and shall comply with §§60.613,
60.614, and 60.615. Performance tests
must be conducted as soon as possible
after the process change but no later
than 180 days from the time of the
process change.

[55 FR 26922, June 29, 1990; 55 FR 36932, Sept.
7, 1990]

§60.615 Reporting and recordkeeping
requirements.

(a) Each owner or operator subject to
§60.612 shall notify the Administrator
of the specific provisions of §60.612
(860.612 (a) (b), or (c)) with which the
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owner or operator has elected to com-
ply. Notification shall be submitted
with the notification of initial start-up
required by §60.7(a)(3). If an owner or
operator elects at a later date to use an
alternative provision of §60.612 with
which he or she will comply, then the
Administrator shall be notified by the
owner or operator 90 days before imple-
menting a change and, upon imple-
menting the change, a performance
test shall be performed as specified by
§60.614 within 180 days.

(b) Each owner or operator subject to
the provisions of this subpart shall
keep up-to-date, readily accessible
records of the following data measured
during each performance test, and also
include the following data in the report
of the initial performance test required
under §60.8. Where a boiler or process
heater with a design heat input capac-
ity of 44 MW (150 million Btu/hour) or
greater is wused to comply with
§60.612(a), a report containing perform-
ance test data need not be submitted,
but a report containing the informa-
tion of §60.615(b)(2)(i) is required. The
same data specified in this section
shall be submitted in the reports of all
subsequently required performance
tests where either the emission control
efficiency of a control device, outlet
concentration of TOC, or the TRE
index value of a vent stream from a re-
covery system is determined.

(1) Where an owner or operator sub-
ject to this subpart seeks to dem-
onstrate compliance with §60.612(a)
through use of either a thermal or
catalytic incinerator:

(i) The average firebox temperature
of the incinerator (or the average tem-
perature upstream and downstream of
the catalyst bed for a catalytic inciner-
ator), measured at least every 15 min-
utes and averaged over the same time
period of the performance testing, and

(ii) The percent reduction of TOC de-
termined as specified in §60.614(b)
achieved by the incinerator, or the con-
centration of TOC (ppmv, by com-
pound) determined as specified in
§60.614(b) at the outlet of the control
device on a dry basis corrected to 3 per-
cent oxygen.

(2) Where an owner or operator sub-
ject to the provisions of this subpart
seeks to demonstrate compliance with
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§60.612(a) through use of a boiler or
process heater:

(i) A description of the location at
which the vent stream is introduced
into the boiler or process heater, and

(ii) The average combustion tempera-
ture of the boiler or process heater
with a design heat input capacity of
less than 44 MW (150 million Btu/hr)
measured at least every 15 minutes and
averaged over the same time period of
the performance testing.

(3) Where an owner or operator sub-
ject to the provisions of this subpart
seeks to comply with §60.612(b) through
the use of a smokeless flare, flare de-
sign (i.e., steam-assisted, air-assisted,
or nonassisted), all visible emission
readings, heat content determinations,
flow rate measurements, and exit ve-
locity determinations made during the
performance test, continuous records
of the flare pilot flame monitoring, and
records of all periods of operations dur-
ing which the pilot flame is absent.

(4) Where an owner or operator seeks
to demonstrate compliance with
§60.612(c):

(i) Where an absorber is the final re-
covery device in a recovery system, the
exit specific gravity (or alternative pa-
rameter which is a measure of the de-
gree of absorbing liquid saturation, if
approved by the Administrator), and
average exit temperature of the absorb-
ing liquid, measured at least every 15
minutes and averaged over the same
time period of the performance testing
(both measured while the vent stream
is normally routed and constituted), or

(ii) Where a condenser is the final re-
covery device in a recovery system, the
average exit (product side) tempera-
ture, measured at least every 15 min-
utes and average over the same time
period of the performance testing while
the vent stream is normally routed and
constituted.

(iii) Where a carbon adsorber is the
final recovery device in a recovery sys-
tem, the total steam mass flow meas-
ured at least every 15 minutes and
averaged over the same time period of
the performance test (full carbon bed
cycle), temperature of the carbon bed
after regeneration (and within 15 min-
utes of completion of any cooling
cycle(s), and duration of the carbon bed
steaming cycle (all measured while the
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vent stream is normally routed and
constituted), or

(iv) As an alternative to
§60.615(b)(4)(i), (ii) or (iii), the con-
centration level or reading indicated
by the organic monitoring device at
the outlet of the absorber, condenser,
or carbon adsorber measured at least
every 15 minutes and averaged over the
same time period of the performance
testing while the vent stream is nor-
mally routed and constituted.

(v) All measurements and calcula-
tions performed to determine the TRE
index value of the vent stream.

(c) Each owner or operator subject to
the provisions of this subpart shall
keep up-to-date, readily accessible con-
tinuous records of the equipment oper-
ating parameters specified to be mon-
itored under §60.613(a) and (c) as well
as up-to-date, readily accessible
records of periods of operation during
which the parameter boundaries estab-
lished during the most recent perform-
ance test are exceeded. The Adminis-
trator may at any time require a re-
port of these data. Where a combustion
device is used by an owner or operator
seeking to demonstrate compliance
with §60.612(a) or (c), periods of oper-
ation during which the parameter
boundaries established during the most
recent performance tests are exceeded
are defined as follows:

(1) For thermal incinerators, all 3-
hour periods of operation during which
the average combustion temperature
was more than 28 °C (50 °F) below the
average combustion temperature dur-
ing the most recent performance test
at which compliance with §60.612(a)
was determined.

(2) For catalytic incinerators, all 3-
hour periods of operation during which
the average temperature of the vent
stream immediately before the cata-
lyst bed is more than 28 °C (50 °F) below
the average temperature of the vent
stream during the most recent per-
formance test at which compliance
with §60.612(a) was determined. The
owner or operator also shall record all
3-hour periods of operation during
which the average temperature dif-
ference across the catalyst bed is less
than 80 percent of the average tempera-
ture difference of the device during the
most recent performance test at which
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compliance with §60.612(a) was deter-
mined.

(3) AIll 3-hour periods of operation
during which the average combustion
temperature was more than 28 °C (50
°F) below the average combustion tem-
perature during the most recent per-
formance test at which compliance
with §60.612(a) was determined for boil-
ers or process heaters with a design
heat input capacity of less than 44 MW
(150 million Btu/hr).

(4) For boilers or process heaters,
whenever there is a change in the loca-
tion at which the vent stream is intro-
duced into the flame zone as required
under §60.612(a).

(d) Each owner or operator subject to
the provisions of this subpart shall
keep up-to-date, readily accessible con-
tinuous records of the flow indication
specified under §60.613(a)(2),
§60.613(b)(2), and §60.613(c)(1), as well as
up-to-date, readily accessible records
of all periods when the vent stream is
diverted from the control device or has
no flow rate.

(e) Each owner or operator subject to
the provisions of this subpart who uses
a boiler or process heater with a design
heat input capacity of 44 MW or great-
er to comply with §60.612(a) shall keep
an up-to-date, readily accessible record
of all periods of operation of the boiler
or process heater. (Examples of such
records could include records of steam
use, fuel use, or monitoring data col-
lected pursuant to other State or Fed-
eral regulatory requirements).

(f) Each owner or operator subject to
the provisions of this subpart shall
keep up-to-date, readily accessible con-
tinuous records of the flare pilot flame
monitoring specified in §60.613(b), as
well as up-to-date, readily accessible
records of all periods of operations in
which the pilot flame is absent.

(9) Each owner or operator subject to
the provisions of this subpart shall
keep up-to-date, readily accessible con-
tinuous records of the equipment oper-
ating parameters specified to be mon-
itored under §60.613(c) as well as up-to-
date, readily accessible records of peri-
ods of operation during which the pa-
rameter boundaries established during
the most recent performance test are
exceeded. The Administrator may at
any time require a report of these data.
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Where the owner or operator seeks to
demonstrate compliance with
§60.612(c), periods of operation during
which the parameter boundaries estab-
lished during the most recent perform-
ance tests are exceeded are defined as
follows:

(1) Where an absorber is the final re-
covery device In a recovery system,
and where an organic monitoring de-
vice is not used:

(i) ANl 3-hour periods of operation
during which the average absorbing lig-
uid temperature was more than 11 °C
(20 °F) above the average absorbing lig-
uid temperature during the most re-
cent performance test, or

(if) All 3-hour periods of operation
during which the average absorbing lig-
uid specific gravity was more than 0.1
unit above, or more than 0.1 unit
below, the average absorbing liquid
specific gravity during the most recent
performance test (unless monitoring of
an alternative parameter, which is a
measure of the degree of absorbing lig-
uid saturation, is approved by the Ad-
ministrator, in which case he or she
will define appropriate parameter
boundaries and periods of operation
during which they are exceeded).

(2) When a condenser is the final re-
covery device in a recovery system,
and where an organic monitoring de-
vice is not used, all 3-hour periods of
operation during which the average
exit (product side) condenser operating
temperature was more than 6 °C (11 °F)
above the average exit (product side)
operating temperature during the most
recent performance test.

(3) Where a carbon adsorber is the
final recovery device in a recovery sys-
tem and where an organic monitoring
device is not used:

(i) All carbon bed regeneration cycles
during which the total mass steam flow
was more than 10 percent below the
total mass steam flow during the most
recent performance test, or

(ii) All carbon bed regeneration cy-
cles during which the temperature of
the carbon bed after regeneration (and
after completion of any cooling
cycle(s)) was more than 10 percent
greater than the carbon bed tempera-
ture (in degrees Celsius) during the
most recent performance test.
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(4) Where an absorber, condenser, or
carbon adsorber is the final recovery
device in the recovery system and an
organic monitoring device approved by
the Administrator is used, all 3-hour
periods of operation during which the
average concentration level or reading
of organic compounds in the exhaust
gases is more than 20 percent greater
than the exhaust gas organic com-
pound concentration level or reading
measured by the monitoring device
during the most recent performance
test.

(h) Each owner or operator subject to
the provisions of this subpart and seek-
ing to demonstrate compliance with
§60.612(c) shall keep up-to-date, readily
accessible records of:

(1) Any changes in production capac-
ity, feedstock type, or catalyst type, or
of any replacement, removal or addi-
tion of recovery equipment or air oxi-
dation reactors;

(2) Any recalculation of the TRE
index value performed pursuant to
§60.614(f);

(3) The results of any performance
test performed pursuant to the meth-
ods and procedures required by
§60.614(d).

(i) Each owner and operator subject
to the provisions of this subpart is ex-
empt from the quarterly reporting re-
quirements contained in §60.7(c) of the
General Provisions.

(J) Each owner or operator that seeks
to comply with the requirements of
this subpart by complying with the re-
quirements of §60.612 shall submit to
the Administrator semiannual reports
of the following information. The ini-
tial report shall be submitted within 6
months after the initial start-up-date.

(1) Exceedances of monitored param-
eters recorded under §60.615(c) and (g).

(2 AIl periods recorded under
§60.615(d) when the vent stream is di-
verted from the control device or has
no flow rate.

(3) AIl periods recorded under
§60.615(e) when the boiler or process
heater was not operating.

(4) AIll periods recorded under
§60.615(f) in which the pilot flame of
the flare was absent.

(5) Any recalculation of the TRE
index value, as recorded under
§60.615(h).
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(k) The requirements of §60.615(j) re-
main in force until and unless EPA, in
delegating enforcement authority to a
State under section 111(c) of the Act,
approves reporting requirements or an
alternative means of compliance sur-
veillance adopted by such State. In
that event, affected sources within the
State will be relieved of the obligation
to comply with §60.615(j), provided that
they comply with the requirements es-
tablished by the State.

() The Administrator will specify ap-
propriate reporting and recordkeeping
requirements where the owner or oper-
ator of an affected facility seeks to
demonstrate compliance with the
standards specified under §60.612 other
than as provided under §60.613(a), (b),
(c), and (d).

[55 FR 26922, June 29, 1990; 55 FR 36932, Sept.
7, 1990]

§60.616 Reconstruction.

For purposes of this subpart “‘fixed
capital cost of the new components,”
as used in §60.15, includes the fixed cap-
ital cost of all depreciable components
which are or will be replaced pursuant
to all continuous programs of compo-
nent replacement which are com-
menced within any 2-year period fol-
lowing October 21, 1983. For purposes of
this paragraph, ‘‘commenced” means
that an owner or operator has under-
taken a continuous program of compo-
nent replacement or that an owner or
operator has entered into a contractual
obligation to undertake and complete,
within a reasonable time, a continuous
program of component replacement.

§60.617 Chemicals affected by subpart
III.

Chemical name CAS No.*
Acetaldehyde ........ccccceoiviiiniiicicis 75-07-0
Acetic acid ..... 64-19-7
Acetone ... 67-64-1
Acetonitrile .. 75-05-8
Acetophenone . 98-86-2
Acrolein ........... 107-02-8
Acrylic acid . 79-10-7
Acrylonitrile ..... 107-13-1
Anthraquinone 84-65-1
Benzaldehyde ..... 100-52-7
Benzoic acid, tech 65-85-0
1,3-Butadiene ......... 106-99-0
p-t-Butyl benzoic acid . 98-73-7
N-Butyric acid ..... 107-92-6
Crotonic acid ....... 3724-65-0
Cumene hydroperoxide .. 80-15-9
Cyclohexanol 3-0

§60.620

Chemical name CAS No.*
Cyclohexanone 1
Dimethyl terephthalate . 120-61-6
Ethylene dichloride .. 107-06-2
Ethylene oxide ..... 75-21-8
Formaldehyde .. 50-00-0
Formic acid .. 64-18-6
Glyoxal ......... 107-22-2
Hydrogen cyanide 74-90-8
Isobutyric acid .. 79-31-2
Isophthalic acid 121-91-5
Maleic anhydride . 108-31-6
Methyl ethyl ketone . 78-93-3
a-Methyl styrene ...... 98-83-9
Phenol ............ 108-95-2
Phthalic anhydride 85-44-9
Propionic acid ...... 79-09-4
Propylene oxide 75-56-9
Styrene ............ 100-42-5
Terephthalic acid . 100-21-0

*CAS numbers refer to the Chemical Abstracts Registry
numbers assigned to specific chemicals, isomers, or mixtures
of chemicals. Some isomers or mixtures that are covered by
the standards do not have CAS numbers assigned to them.
The standards apply to all of the chemicals listed, whether
CAS numbers have been assigned or not.

§60.618 Delegation of authority.

(a) In delegating implementation and
enforcement authority to a State
under section 111(c) of the Act, the au-
thorities contained in paragraph (b) of
this section shall be retained by the
Administrator and not transferred to a
State.

(b) Authorities which will not be del-
egated to States: §60.613(e).

Subpart JJJ—Standards of Per-
formance for Petroleum Dry
Cleaners

SOURCE: 49 FR 37331, Sept. 21, 1984, unless
otherwise noted.

§60.620 Applicability and designation
of affected facility.

(a) The provisions of this subpart are
applicable to the following affected fa-
cilities located at a petroleum dry
cleaning plant with a total manufac-
turers’ rated dryer capacity equal to or
greater than 38 kilograms (84 pounds):
Petroleum solvent dry cleaning dryers,
washers, filters, stills, and settling
tanks.

(1) When the affected facility is in-
stalled in an existing plant that is not
expanding the manufacturers’ rated ca-
pacity of its petroleum solvent
dryer(s), the total manufacturers’
rated dryer capacity is the summation
of the manufacturers’ rated capacity
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